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1700TVL BLC

Sync 

TVL 1700

Viewtron 4K

4K-D9
8MP / 4K Weatherproof Infrared Dome
HD-over-Coax Security Camera
3.6mm Fixed Lens

8MP/4K@15fps, 5MP@20fps, 4MP@30fps, high resolution, true color

Selectable AHD, HD-TVI, HD-CVI, Analog CCTV (CVBS) video output

Long Distance HD Surveillance Video Transmission over CCTV Coax Cable

CMOS progressive scan, perfectly capture the moving object

Advanced OSD Menu with detailed image settings

High speed, long distance and real time transmission

Auto color to B / W at low illumination

Support ICR switch, true day / night

Support noise reduction function

20 ~ 30  Meter IR night vision distance

IP 67 Weatherproof Housing 

Supports OSD Access over Coax (UTC)

Supports 960H CVBS output @ 30 FPS

                     www.Viewtron.com

7142 N Seacrest Blvd.

Lantana, FL 33462 

United States of America 

Viewtron by CCTV Camera Pros

Tel: +1-561-433-8488           Fax: +1-800-942-0728

www.Viewtron.com               info@cctvcamerapros.net



SPECIFICATIONS DIMENSIONS

AVAILABLE  ACCESSORIES

*All pictures and specifications are for reference only and are subject to change without prior notice.

4K-BL9

Camera

Image Sensor 1 / 2.5 "CMOS

Resolution 8MP / 4K

Image Size 3840x2160

Video Output AHD / HD-TVI / HD-CVI / analog CCTV (CVBS)

Image System PAL / NTSC

Electronic Shutter Auto

IR Distance 20 ~ 30 m

Frame Rate 15fps

Min. Illumination Color : 0.01 lux@F1.2, AGC ON; B/W : 0 lux with IR

Lens 3.6 mm

Lens Mount M12 

S / N Ratio ≥52dB ( AGC OFF )

Ingress Protection IP 67

Functions

Function Control OSD ( COC Control )

Day & Night ICR

Digital WDR No

3D NR Yes

AGC No

Auto White Balance Yes

BLC Yes

Defog No

LSC No

Saturation Yes

Sharpness Yes

Contrast Yes

Smart IR Yes

Image Setting Yes

Defect Correction Auto 

Language 11 languages

Angle Adjustment Pan: 0°~360°; Tilt: 0°~75°; Rotation: 0°~360°

Others

Power Supply DC12V ( ± 10% )

Power Consumption IR OFF : < 2W; IR ON : < 4.5W

Working Environment - 30 °C ~ 50 °C, 10 % ~ 90 %（relative humidity）

Dimensions ( mm ) Ф 94.6 x 82.8

Weight ( net ) Approx. 0.39KG

Specifications

Model   
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4K / 8MP HD Analog 
Indoor / Outdoor Dome Camera4K-D9

www.Viewtron.com
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