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Defog                    
IP67                  

H.265 PoE ‑30°~60°PoE                     BLC
HLC

H.265
Day&Night

H.265+ H.265 H.264+ H.264 MJPEG video encoding Max. resolution꞉ 4mp IP camera (2688 × 1520)IR Cut Filter auto switch, true day / night vision30 ~ 50m IR night vision effective viewing distance2.8‑12mm Motorized zoom lens / auto focus3D DNR, true WDR, HLC, BLC, Defog, Smart IR and ROI codingBuilt‑in audio microphoneBuilt‑in micro SD card slot, up to 256GB card supportedPoE (Power over Ethernet) and 12V DC power supply supportIP67 Weatherproof rated for harsh outdoor climatesBuilt‑in AI Software꞉ Human Detection, Car Detection, Face Detection / RecognitionSupports Live Remote Viewing and Recorded Video Playback via Mobile App for iPhone and AndroidPlug and play intergrationn with all Viewtron IP camera NVRs4 Megapixel video surveillance recording at 30 frames per second

Intelligent Video SurveillanceIP‑A4DZ4MP Dome IP Camera w/ 2.8‑12mm Motorized Vari‑focal Lens 
Viewtron

Built‑in Viewtron AI Software Analytics  ~ Human Detection  ~ Vehicle / Car Detection  ~ Face Detection / Facial Recognition  ~ Intrusion Zones  ~ Line Crossing / Virtual Trip Wire  ~ Trigger Recording / Bookmark Event on NVR  ~ Mobile App Push Notification  ~ Trigger External Alarm Devices

                     www.Viewtron.com
7142 N Seacrest Blvd.Lantana, FL 33462 United States of America 
Viewtron by CCTV Camera Pros Tel꞉ +1‑561‑433‑8488           Fax꞉ +1‑800‑942‑0728www.Viewtron.com               info@cctvcamerapros.net



SPECIFICATIONS

DIMENSIONS

AVAILABLE����ACCESSORIES

RECOMMENDED NVR

*All pictures and specifications are for reference only and are subject to change without prior notice.

111.50mm 111.50mm99.60mm

30 ~ 50 m
< 9W

Interface ProtocolStorageSmart Alarm Network remote storage; micro SD card storage
General Function
PoEIR Distance   Yes , IEEE802.3af

DC12V/PoEOthersPower Supply
Dimensions ( mm )
Storage Conditions
Weight ( net )Installation

Power Consumption 

Ceiling mounting; Wall mounting
Operating Conditions
CertificateEnvironmental Protection CE, FCCDirective EU RoHS,  WEEE(2012/19/EU) , directive 94/62/EC and REACH(EC1907/2006)

Security

ONVIF Compliant IP Camera

  111.5 × 99.6ØApprox. 0.66KG

 IP67Ingress Protection
Video encryption, firmware encryption, HTTPS encryption,  configurationencryption, illegal��login��lock����IP address filtering, 802.1x authentication, basic and digest authentication for HTTP/RTSP
Motion detection, SMD, SD card error, SD card full, IP address conflict, network disconnection, sensor alarm, audio alarmWatermark, video mask, heartbeat, image distortion correction, corridor pattern, disarming, ANR, cloud upgrade

‑ 30 °C ~ 65°C (‑22°F~149°F), Humidity꞉ less than 95 % (non‑condensing)‑ 30 °C ~ 60 °C (‑22°F~140°F), Humidity꞉ less than 95 % (non‑condensing)
Ø14Field of View

Network Protocol UDP, IPv4, IPv6, DHCP, NTP, RTSP, RTP, RTMP, RTCP, PPPoE, DDNS, SMTP, FTP, SNMP, HTTP, HTTP POST, 802.1x, UPnP, HTTPS, P2P, QoS

 Horizontal꞉ 100.0�s�a28.9�s; Vertical꞉ 54.5�s�a16.7�s; Diagonal꞉ 118�s�a35�s

2.8~12mm@F1.3, motorizedDC Iris0.003 lux@F1.3,AGC ON;0 lux with IR
1 / 3 "CMOS4mp  (2688 × 1520)1 / 3 s ~ 1 / 100000 s  

S/N Ratio �ƒ50dB

No

Main stream꞉  H.265+ / H.265 / H.264+ / H.264 Sub/Third stream꞉  H.265+ / H.265 / H.264+ / H.264 / MJPEGBaseline Profile/Main Profile/High Profile

64 Kbps ~ 8 Mbps VBR / CBR

IP‑A4DZ

 720P/D1/CIF/480×240 ( 60Hz ꞉ 1 ~ 30fps; 50Hz꞉ 1~25fps )

                    Specifications ModelCameraImage SizeImage SensorElectronic ShutterIris TypeMin. Illumination
Lens MountWide Dynamic RangeBLCHLCDefog
Angle Adjustment

Lens

Digital NR
ImageVideo CompressionH.264 CompressionStandardResolutionMain StreamSub StreamThird StreamBit RateBit Rate Type
Image SettingsROI

NetworkAudio Video OutputStorageResetAlarmRemote Monitoring
Online Connection

120dB

Pan꞉ 0°~360°; Tilt꞉0°~80°; Rotation꞉ 0°~360°  3D DNR

ROI, Saturation, Brightness, Hue, Contrast, Wide Dynamic, Sharpness, Image Mirror, Image Flip, NR, etc.  adjustable through client software or web browser Each ROI to be configured separately

 RJ 45 10M/100M self-adaptive Ethernet port1CH audio input; 1CH audio output; 1CH built‑in MICBuilt‑in micro SD card slot; up to 256GB
Web��Browser, Viewtron VMS Software, iPhone and Android mobile app  Support simultaneous monitoring for up to 8 users;  Support multi‑stream real time transmission 

YesYesYes

Audio Compression   G711A / U

Yes

720P/D1/VGA/640×360/480×240/CIF( 60Hz ꞉ 1 ~ 30fps; 50Hz꞉ 1~25fps )

Day & Night ICR

1CH alarm input; 1CH alarm output

Interfaces

Functions

Intelligent Analytics 

Web Browser

DORI DistanceLens Detect Observe Recognize Identify

StatisticsException DetectionFace Detection
 Smart Event Target counting by line/area, heat mapScene change, video blur and abnormal color detection, audio exceptionFace detection and face captureVideo Metadata Simultaneously captures human body, motor vehicle and non‑motor vehicle and extracts 13 human features, 4 motor vehicle features and 1 non‑motor vehicle feature   

Chrome 89.0+/Edge 89.0+/Firefox 87.0+/Safari 14.0+

4MP/2592×1520/2K/3MP/1080P ( 60Hz ꞉ 1 ~ 30fps; 50Hz꞉ 1~25fps )4MP (2688×1520), 2592×1520, 2K (2560×1440), 3MP(2304×1296), 1080P ( 1920×1080), 720P (1280×720 ), D1, VGA(640×480), 640×360, CIF, 480 × 240

58m(193ft)205m(675ft) 23m(77ft)82m(270ft) 11m(38ft)41m(135ft) 5m(19ft)20m(67ft)2.8~12mm(Wide)2.8~12mm(Tele)

Line crossing, region intrusion/entrance/exiting (human/vehicle classification)loitering detection, illegal parking detection, abandoned/ missing object detection

IP‑A4DZ 4mp Turret Dome Network IP Cameraw/ 2.8‑12mm Motorized Auto‑Focus Lens

Viewtron IP camera NVRs are highly recommended foruse with all Viewtron IP cameras. Viewtron NVRs are deeply integrated with Viewtron AI software functionsand all IP camera managment. Learn more at www.Viewtron.com.www.Viewtron.com
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